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Only personnel that have been trained to install, adjust, service 
or repair (hereinafter , “service”) the equipment specifi ed in this 
manual should service the equipment.  The manufacturer will not 
be responsible for any injury or property damage arising from 
improper service or service procedures.  If you service this unit, 
you assume responsibility for any injury or property damage 
which may result.  In addition, in jurisdictions that require one or 
more licenses to service the equipment specifi ed in this manual, 
only licensed personnel should service the equipment.  
Improper installation, adjustment, servicing or repair of the 
equipment specifi ed in this manual, or attempting to install, 
adjust, service or repair the equipment specifi ed in this manual 
without proper training may result in product damage, property 
damage, personal injury or death.

WARNING

WARNING

PROP 65 WARNING
FOR CALIFORNIA CONSUMERS

Cancer and Reproductive Harm -
www.P65Warnings.ca.gov

0140M00517-A

This Daikin FIT Design and Application Guide is 
intended for qualified and trained technicians only.















































































































































































Cold Climate Application

A Daikin FIT heat pump 
system is installed to 
optimize performance.
The HP is mounted above the 
average snow fall line and sits 
on a side of the building away 
from prevailing winds.
Condensate drops away 
from the unit to mitigate ice 
build-up.

Cold Climate Accessories
Installation of cold climate accessories 
is recommended for efficiency and 
harsh locations.

These propriety accessories are 
available for all Daikin FIT systems.

Baffle Plate
Baffle plates act as a physical barrier 
shielding the ODU from wind, snow hail and rain.

Snow Guards
Snow guards can be 
added to protect the 
air flow of the ODU 
in areas of heavy 
snow fall. Front Snow 

Guard Rear Snow 
Guard

Side 
Snow Guard

Front 
Snow Guard

Rear 
Snow Guard
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Cold Climate Application
Wall Mounting Bracket
Powder-coated wall brackets 
allow an ODU to be mounted off 
the floor, where space is limited, 
or to elevate above the local 
average snow fall line.

Drain Pan Heater
The main function is to mitigate 
condensation and rain from 
freezing in the bottom of 
the ODU.

In areas where the outdoor 
temperature is below 5°F 
(-15°C) for more than 12 
hours, use a drain pan heater 
(optional accessory) to prevent 
condensation from freezing in 
the bottom frame.
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System Controls and Features
Room Controls Portfolio
One of the key elements of optimized design is maximizing 
protection of the outdoor unit (ODU).

»	 Fully communicating control that 
provides optimal comfort.

»	 Easy step by step commissioning.

»	 Compatible with the SkyportCare. 

»	 Easy to use, energy efficient, reliable, and can 
help ensure the system is set up properly.

»	 Installers and homeowners can utilize the 
daikincomfort.com website for added features 
and benefits. 

»	 www.daikincomfort.com, click professional, 
click resources and then learn more.



System Controls and Features

SkyportHome App
»	Allows remote monitoring and 

control of HVAC equipment. 
Compatible with all 
Daikin ONE thermostats

Daikin ONE Home Air Monitor
»	The Daikin ONE Home Air Monitor is 

installed in your ductwork to detect and 
visualize air quality, and recommend actions 
to help you improve your indoor air quality

Daikin ONE Touch 
Smart Thermostat
»	SkyportHome mobile app compatible

»	1 Aux Output

»	Full-color Bit-mapped Display 
Capacitive Touchscreen

»	On-board Set-up and Commissioning

Daikin ONE+ Smart Thermostat
»	SkyportHome mobile app compatible

»	2 Aux Output Full-color Bit-mapped 
Display Capacitive Touchscreen

»	Rotating Dial

»	Light Pipe

»	On-board Set-up and Commissioning
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*	Actual screen may vary for different indoor unit models. The Daikin ONE  home air monitor only  
	 works with ducted units. 

System Controls and Features
Daikin ONE+ and ONE Touch Smart Thermostats

Comfort You Can See

Getting Started1

Tap the bottom navigation icons to move 
between the 4 main screens:

Home Away Air QualitySchedule

The home screen displays the current 
temperature, the current system mode, and 
adjustment slider, as well as icons leading to 
the top level screens.

The schedule screen displays upcoming 
set-point changes and scheduled times. It 
also offers access to edit mode, where you 
can adjust the schedule.

The away screen displays energy efficient 
set-points. Away Mode can be invoked 
manually or automatically when the mobile 
app recognizes everyone is away.

The air quality screen* displays indoor air 
quality levels when a Daikin ONE home air 
monitor is connected. Outdoor air quality and 
weather will be displayed when connected 
to the internet and thermostat added in the 
mobile app under home location.
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DIRECT CONTROL from the Daikin ONE+ Smart Thermostat.

Control directly from the thermostat or the SkyportHome app will 
also seamlessly integrate with open smart home architectures, 
including Amazon Alexa and Google Assistant, enabling consumers 
to effortlessly use features such as voice control.

REMOTE CONTROL via the SkyportHome App.

An integrated Wi-Fi radio connects to the internet (via a home 
router) to the cloud and onto the homeowner mobile application.

System Controls and Features
Daikin ONE+ and ONE Touch Smart Thermostats (cont.)
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System Controls and Features
Daikin ONE+ and ONE Touch Smart Thermostats (cont.)

Daikin Wireless Room Sensor DSEN-TH-BWS-A

»	 Wireless and Battery-Powered: Easy to mount 
anywhere — no wiring needed

»	 Zonal Comfort and Efficiency: Measures and 
averages temperature and humidity across

»	 Compatible with Daikin ONE+ smart thermostat

»	 Sub-GHz Communication: No Wi-Fi required

»	 Battery Life: Up to 1 year

»	 Pairing wizard for signal strength, sensor naming, and calibration.

»	 Multi-Sensor Support: Up to 8 sensors per thermostat

»	 App Integration: Control and monitoring via 
SkyportHome (homeowners) and

»	 SkyportCare (dealers) apps
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AUTO CHANGEOVER
The ability to switch between heating and 
cooling, automatically.
In addition to the usual heat-only and cool-only 
modes, the Daikin ONE+ and ONE touch also 
have a hassle-free “auto” mode. When switched 
on,  the thermostat can automatically heat and cool  
to keep the indoor temperature within a  
comfort zone.

GEO-FENCING
The Daikin ONE+ and ONE touch smart 
thermostats supports casual temperature 
adjustment, automatic settings changes 
driven by an easy-to-program schedule, 
and an energy efficiency mode invoked 
manually or by geo-fencing on a mobile 
app. When activated on the app, the system 
can recognize when everyone is away and 
changes settings which is designed to help 
reduce energy usage.

72°

main room

LEARN MORE ABOUT THE DAIKIN ONE+ 
SMART THERMOSTAT FEATURES:

YOUTUBE/CVUFOTTLKDE

LIGHT BAR*

A thin LED light bar sits flush within the 
bottom surface and runs from edge to edge 
delicately illuminating the wall beneath. 
The light bar indicates the current system 
mode: red for heating and blue for cooling. 
 
* Available on Daikin ONE+ only

System Controls and Features
Daikin ONE+ and ONE Touch Smart Thermostats (cont.)
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Air Handler

Coil

Communicating Thermostat
(Both Daikin ONE+ and ONE touch 
smart thermostats)

125 ft. (*)

Air Handler Blower
Integrated Control Module

250 ft. (*)

Outdoor Unit Integrated  
Control Module

(*) Allowable Maximum Length

Communicating Thermostat
(In case of Daikin ONE+  
Smart Thermostat)

125 ft. (*)

Cased Coil
Integrated Control Module

Gas Furnace or Module Blower
Integrated Control Module

250 ft. (*)

Outdoor Unit Integrated  
Control Module

System Controls and Features
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Control Wiring Specification

Communicating Cable Installation Requirements

»	 When using residual current operated circuit breakers, be sure 
	 to use a high-speed type (0.1 seconds or less) 200mA rated 	
	 residual operating current.

»	 Use copper conductors and insulated power wiring only.

»	 For best results, 18AWG should be used.

»	 Select the power supply cable type and size in accordance 
	 with local codes.

»	 It is important to mitigate communication interference from 	
	 third-party equipment.

»	 Ensure the following minimum distances are met when 		
	 installing the control wiring.

System Controls and Features
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ADDITIONAL INFORMATION





Owner Occupied  
Residence1

Non-Owner Occupied 
Residence2 Commercial3

1	 Complete warranty available from your local dealer or at www.daikincomfort.
com. To receive the 12-Year Unit Replacement Limited Warranty and 12-Year 
Parts Limited Warranty, online registration must be completed within 60 days 
of installation. The duration of warranty coverage may depend on the state in 
which you reside. Some states and provinces do not allow warranty coverage 
to be conditioned on registration. For a list of states and provinces that do not 
allow warranty coverage to be conditioned on registration, please visit www.
daikincomfort.com/warranty-information or, to request a paper copy of this in-
formation, please call us at 1-855-502-3903. Additional requirements for annual 
maintenance are required for the 12-Year Unit Replacement Limited Warranty. 
Changes in law, regulations, or technology may result in an equivalent unit not 
being available. Other limitations and exclusions apply, refer to complete warran-
ty details for full list of limitations and exclusions, as well as rights and obliga-
tions should an equivalent unit not be available.

2	 To receive the 10-Year Parts Non-Owner Occupied Warranty, online registration 
must be completed within 60 days of installation. The duration of warranty cover-
age may depend on the state in which you reside. Some states do not allow war-
ranty coverage on a unit installed at residential real property to be conditioned 
on registration. For a list of states that do not allow warranty coverage on a unit 
installed at residential real property to be conditioned on registration, please visit 
www.daikincomfort.com/warranty-information or, to request a paper copy of this 
information, please call us at 1-855-502-3903. Other limitations and exclusions 
apply, refer to complete warranty details for full list of limitations and exclusions.  

3	 Complete warranty details available from your local dealer or at 
www.daikincomfort.com. 

DAIKIN FIT LIMITED* WARRANTIES
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LIMITED WARRANTY OVERVIEW

DaikinFIT System
Limited Warranty Support

The commitment and length of our limited warranties reflect 
the high standards of our manufacturing processes. That’s 
why the Daikin brand products provide outstanding limited*  
warranty protection.
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Digital Sales Selection Tools
Use the ‘Daikin City’ website to locate specification sheets, 
submittal data sheets, engineering manuals, operating manuals, 
and installation manuals.

Project Office

Documents Library

Products

https://www.daikincity.com
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Digital Sales Selection Tools
DaikinComfort.com is another location to find documents, manuals, 
and brochures. You can also find training, parts, software tools, digital 
calculator, and how to become a Daikin Pro.







Technical Resources

Daikin FIT Data.
Documents are available through DaikinCity, Daikincomfort.com, and 
through Applications Engineering Support.
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A WORLD LEADING 
MANUFACTURER  
OF HVAC PRODUCTS

F O U N D E D
I N  1 9 2 4

About Daikin:

Daikin Industries, Ltd. (DIL) is a Fortune 1,000 company 
with more than 100,000 employees worldwide and 
a leading indoor comfort solutions provider. Daikin 
Comfort Technologies North America, Inc. (DNA) is a 
subsidiary of DIL, providing Daikin, Goodman, Amana 
Brand, and Quietflex brand products. DNA and its 
affiliates manufacture heating and cooling systems for 
residential, commercial, and industrial use that are sold 
via independent HVAC contractors. DNA engineering 
and manufacturing is headquartered at Daikin Texas 
Technology Park near Houston, TX.  For additional 
information, visit www.daikincomfort.com.  

® / TM 2026 Amana. Manufactured under license by Daikin Comfort Technologies 
North America, Inc., Limited warranty provided by the manufacturer. All 
trademarks are the property of their respective owners.



PM-DKFIT_09-25
PM-DKFIT_03-26

2026 DAIKIN COMFORT TECHNOLOGIES NORTH AMERICA, INC.

ADDITIONAL INFORMATION 

Before purchasing this appliance, read important information about its estimated annual 
energy consumption, yearly operating cost, or energy efficiency rating that is available 
from your retailer.

www.R32reasons.com

For more information:

Sales and Technical Support: 1-855-DAIKIN1
www.daikincity.com

Scan the QR code to get the TechHub mobile app.
Available in Apple App Store and Google Play Store.
https://airintelligence.com/software-tools/techhub/training/

Android, Google, Google Assistant, and all related logos are trademarks of Google LLC or its affiliates.
Amazon, Alexa and all related logos are trademarks of Amazon.com, Inc. or its affiliates.




